
Tritainer®

The Tritainer® system offers a compact, cost-effective solution for small to medium water storage where space 
is restricted. Made from modular 1.0 m2 triangular galvanised steel panels, it assembles quickly on-site into a 
rectangular tank suited for tight spaces. Each unit features a hot-vulcanised, custom-fit membrane liner, with 
flexible length and width options and a maximum height of 2.5 m. 

Flexibility. 
Tritainer® tanks feature compact, lightweight panels 
that are easy to handle and install, even in confined 

or hard-to-reach areas, offering excellent versatility 

for space-constrained sites. 

Versatility. 
The design allows insulation to be fitted internally 

between the liner and tank wall, offering a flexible 

solution that protects the insulation from environmental 

exposure, mechanical damage, and vandalism - ideal for 

varied site conditions and performance requirements. 
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Economy. 
By eliminating the need for sealants or gaskets at the 
tank shell, installation time is reduced and material 

costs are minimised - delivering a more economical 

solution with fewer long-term maintenance concerns. 

Low maintenance & long life. 
The tank design features no internal bracing, 
providing several key advantages: 

• No corrosion traps - reduces long-term risk.

• Easy inspection - clear internal surfaces.

• Lin.er-friendly - minimises wear and stress
points.

• Full capacity use - no obstructions inside the
tank.

imensions 

From 4m3 upwards. Options available on request. Dimensions Length: in 1.0m increments up to 25m. 

Widths: in 1.0m increments up to 9.0m with free span cover. Heights: 1.0m, 1.5m, 2.0m and 2.5m. 

Tritainer® tanks can be divided into separate sections. 
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